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TRESSES DE MASSE
EARTHING STRAPS

Embouts en feuillards cuivre
Copper strip terminals

Fil élémentaire en Cu ETP UNI 5649-71
Selon norme DIN 72333
Single wire Cu ETP UNI 1977-78:2000. Similar to DIN 72333

 CR 6 -   75/010/07  CS 6 -   75/010/07 6 0,10 13 11 5 7 2,0 75
* CR 6 - 100/010/07 * CS 6 - 100/010/07 6 0,10 13 11 5 7 2,0 100
* CR 6 - 150/010/07 * CS 6 - 150/010/07 6 0,10 13 11 5 7 2,0 150

CR 6 - 200/010/07  CS 6 - 200/010/07 6 0,10 13 11 5 7 2,0 200

* CR 10 - 100/020/09  CS 10 - 100/020/09 10 0,20 23 17 10 9 2,0 100
* CR 10 - 150/020/09 * CS 10 - 150/020/09 10 0,20 23 17 10 9 2,0 150
* CR 10 - 200/020/09 * CS 10 - 200/020/09 10 0,20 23 17 10 9 2,0 200
* CR 10 - 250/020/09 * CS 10 - 250/020/09 10 0,20 23 17 10 9 2,0 250

 CR 10 - 300/020/09 * CS 10 - 300/020/09 10 0,20 23 17 10 9 2,0 300

* CR 16 - 100/020/09 * CS 16 - 100/020/09 16 0,20 23 17 10 9 2,5 100
* CR 16 - 150/020/09 * CS 16 - 150/020/09 16 0,20 23 17 10 9 2,5 150
* CR 16 - 200/020/09 * CS 16 - 200/020/09 16 0,20 23 17 10 9 2,5 200
* CR 16 - 250/020/09 * CS 16 - 250/020/09 16 0,20 23 17 10 9 2,5 250
* CR 16 - 300/020/09 * CS 16 - 300/020/09 16 0,20 23 17 10 9 2,5 300
* CR 16 - 350/020/09 * CS 16 - 350/020/09 16 0,20 23 17 10 9 2,5 350
* CR 16 - 400/020/09 * CS 16 - 400/020/09 16 0,20 23 17 10 9 2,5 400

 CR 25 - 100/020/09  CS 25 - 100/020/09 25 0,20 23 23 10 9 3,2 100
* CR 25 - 150/020/09 * CS 25 - 150/020/09 25 0,20 23 23 10 9 3,2 150
* CR 25 - 200/020/09 * CS 25 - 200/020/09 25 0,20 23 23 10 9 3,2 200
* CR 25 - 250/020/09 * CS 25 - 250/020/09 25 0,20 23 23 10 9 3,2 250
* CR 25 - 300/020/09 * CS 25 - 300/020/09 25 0,20 23 23 10 9 3,2 300

 CR 25 - 400/020/09  CS 25 - 400/020/09 25 0,20 23 23 10 9 3,2 400

 CR 35 - 100/020/09  CS 35 - 100/020/09 35 0,20 23 23 10 9 3,4 100
* CR 35 - 150/020/09 * CS 35 - 150/020/09 35 0,20 23 23 10 9 3,4 150
* CR 35 - 200/020/09 * CS 35 - 200/020/09 35 0,20 23 23 10 9 3,4 200
* CR 35 - 250/020/09 * CS 35 - 250/020/09 35 0,20 23 23 10 9 3,4 250
* CR 35 - 300/020/09 * CS 35 - 300/020/09 35 0,20 23 23 10 9 3,4 300

 CR 35 - 400/020/09  CS 35 - 400/020/09 35 0,20 23 23 10 9 3,4 400

 CR 50 - 100/020/11  CS 50 - 100/020/11 50 0,20 30 30 15 11 4,5 100
* CR 50 - 150/020/11 * CS 50 - 150/020/11 50 0,20 30 30 15 11 4,5 150
* CR 50 - 200/020/11 * CS 50 - 200/020/11 50 0,20 30 30 15 11 4,5 200
* CR 50 - 250/020/11 * CS 50 - 250/020/11 50 0,20 30 30 15 11 4,5 250
* CR 50 - 300/020/11 * CS 50 - 300/020/11 50 0,20 30 30 15 11 4,5 300

 CR 50 - 400/020/11  CS 50 - 400/020/11 50 0,20 30 30 15 11 4,5 400

 CR 75 - 150/020/11  CS 75 - 150/020/11 75 0,20 30 30 15 11 5,0 150
 CR 75 - 200/020/11  CS 75 - 200/020/11 75 0,20 30 30 15 11 5,0 200
 CR 75 - 250/020/11  CS 75 - 250/020/11 75 0,20 30 30 15 11 5,0 250
 CR 75 - 300/020/11  CS 75 - 300/020/11 75 0,20 30 30 15 11 5,0 300
 CR 75 - 400/020/11  CS 75 - 400/020/11 75 0,20 30 30 15 11 5,0 400
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* Matériel sur stock

Les longueurs, sections et perçages non indiqués sur le
tableau ci-dessus peuvent être fabriqués sur demande.

CONNEXIONS SOUPLES
EN TRESSE PLATE
FLAT BRAIDED SHUNTS

Embouts sertis en cuivre, étamés ou argentés sur demande
Pressed copper connectors, tin coated or silver coated on request

Fils élémentaires / Single wire Cu ETP UNI 1977-78:2000
0,20 standard
0,10 sur demande / on request

CRS 10-200/10 CSS 10-200/10 10 10 3,5 200 5 W1 85

CRS 10-200/12 CSS 10-200/12 12 12 3,2 200 6 W1 85

CRS 16-200/15 CSS 16-200/15 15 15 3,5 200 7 W1 120

CRS 16-200/17 CSS 16-200/17

10

10

16

16 17 17 3,3 200 9 W1 120

CRS 25-200/20 CSS 25-200/20 25 20 20 3,7 200 9 W1 150

CRS 25-200/22 CSS 25-200/22 25 22 22 3,5 200 9 W1 150

CRS 25-200/25 CSS 25-200/25 25 25 25 3,3 200 11 W1 160

CRS 35-200/22 CSS 35-200/22 35 22 22 4,1 200 9 W1 190

CRS 35-200/25 CSS 35-200/25 35 25 25 3,8 200 11 W1 200

CRS 50-200/25 CSS 50-200/25 50 25 25 4,6 200 11 W1 260

CRS 50-200/30 CSS 50-200/30 50 30 30 4,2 200 13 W1 280

CRS 50-250/35 CSS 50-250/35 50 35 35 3,8 250 13 W1

CRS 75-200/30 CSS 75-200/30 75 30 30 5,2 200 13 W1

CRS 75-250/35 CSS 75-250/35 75 35 35 4,8 250 13 W1

CRS 100-200/30 CSS 100-200/30 100 30 30 6,3 200 13 W1

CRS 100-200/35 CSS 100-200/35 100 35 35 5,6 200 13 W1

CRS 100-250/40 CSS 100-250/40 100 40 40 5,2 250 13 W1

CRS 120-200/30 CSS 120-200/30 120 30 30 7,0 200 13 W1

CRS 120-200/35 CSS 120-200/35 120 35 35 6,5 200 13 W1

CRS 120-250/40 CSS 120-250/40 120 40 40 5,8 250 13 W1

CRS 150-200/30 CSS 150-200/30 150 30 30 8,4 200 13 W1

CRS 150-200/35 CSS 150-200/35 150 35 35 7,5 200 13 W1

CRS 150-250/40 CSS 150-250/40 150 40 40 6,8 250 13 W1

320

330

350

360

370

400

420

450

500

520

550

570CRS 150-250/45 CSS 150-250/45 150 45 45 6,2 250 13 W1
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Terminal Drill

Intensités
en Amps

Ampacity
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* Informations relatives aux intensités à titre indicatif et approximatives. En toute circonstance, le 

fabricant ne peut nullement être tenu pour responsable.

peuvent être obtenus sur demande.

* All information concerning current flow is not binding, the values shown above are approximate 
values. The manufacturer shall not be held responsible under any circumstance.

Les largeurs, longueurs, sections et perçages qui ne sont pas indiqués ci-dessus,

Widths, lengths, cross-sections and bores are not included in table above, they are 
provided at request.* Material is usually in stock

The lengths, sections and drill sizes which are not mentioned 
in table above, can be manufactured upon request.
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